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1- CERVENA - POD PRUDOM: STALE NAPATIE.

PODPORUJE OD 10V DC AZ DO 30V DC.

2- FIALOVA - DIGITALNY VYSTUP 2: ZAPORNY SIGNAL PRE RELE
IMOBILIZERA ALEBO PRE AUTORIZOVANU JAZDU (VOLITELNE).
3- ORANZOVA & BIELA - DIGITALNY VYSTUP 1: ZAPORNY
VYSTUP SIGNALU.

4- ZELENA & BIELA - DIGITALNY VSTUP 2: MOZNE SPUSTIT
POMOCOU EXTERNYCH ZARIADEN(, SENZOROV, ALARMOV

A POD. S VYSTUPOM DO +30V DC V PRIPADE AKTIVOVANIA.
POKIAL VASE ZARIADENIE VYSLE ZAPORNY SIGNAL,

POUZITE RELE NA PREMENU NA KLADNY.

5- ZLTA - DIGITALNY VSTUP 1/ZAPALOVANIE: PREDVOLENYM
PREVADZKUJE AKO PRIRADENY VSTUP PRE DETEKOVANIE
ZAPALOVANIA. JE POTREBNE ZAPOJENIE NA KABELAZ
ZAPALOVANIA ALEBO NA PRISLUSENSTVO, KTORE

DOSTAVA ZDROJ ZO ZAPALOVANIA (NAPR. STEREO).

6- CIERNA - UZEMNENIE

7- SIVA - ANALOGOVY VSTUP 1: NA ROZDIEL OD DIGITALNEHO
VSTUPU, ANALOGOVY VSTUP JE MOZNE POUZIT NA MERANIE
PRESNEHO NAPATIA EXTERNEHO ZARIADENIA

(NAPR. GENERATOR).

8- ZELENA - DATOVY VSTUP: POUZIVANE NA ZBER DAT Z
RFID ALEBO JEDNODROTOVYCH DATOVYCH CITACIEK.

9- BIELA - DIGITALNY VSTUP 3: TAKY ISTY AKO VSTUP 2.

70- MODRA - VYSTUP NAPATIA 3.8V: POSKYTUJE

ZDROJ PRE RFID ALEBO ZARIADENIA, KTORE SI VYZADUJU
NAPAJANIE Z LOKALIZATORA.

Droty, ktoré nepotrebujete je mozné odseknuit alebo odpojit.
Pokial' nepouzivate ziadne senzory a potrebujete iba
monitorovanie, pouzite Cerveny, cierny a zlty kabel.

Skontrolujte prosim, ¢i je strana s nalepkou s nakresom
smerovana hore, kde je umiestneny smerovy GPS prijimac.
Satelitny GPS signal prenika cez materialy, ako napriklad
sklo, plast, guma, sklolaminat, krycie materialy a karton.
Idedlne miesto na instalovanie je pod prednym panelom.

Nemalo by sa umiestnovat na miesta ako napriklad miesto
motora alebo pod kapotu, kedZe satelitny signal mbze byt
takto blokovany.

Relé imobilizéra je instalované za Ucelom odpojenia napajania
motora pri Startovani, nie na odpojenie palivového cerpadla.
K imobilizovaniu vasho vozidla, pouzite Cast ,vyslat prikaz"

v aplikacii gpslive.

Aktivovanim VYSTUPU 2 sa vysle signal do relé a to nasledne

odpoji napajanie Startéra a zablokuje motor. Deaktivovanim
VYSTUPU 2 do pdvodnej polohy sa zdroj napajania obnovi.

Web: www.gpslive.sk



RFID/TWIRE
OFF ACC POWER OUT
IGNITION ON
SENSOR @ START
DIN3
DIN2 (DIGITAL
(DIGITAL INPUT 3)
INPUT 2)

DOUT1 RFID/1WIRE
(OUTPUT 1) DATA INPUT
DOUT2 AIN1
(OUTPUT 2 (ANALOG
SIGNAL FOR INPUT 1)

RELAY)
LIVE EARTH
10VTO 30V
BATTERY

OPTIONAL IMMOBILIZER RELAY WIRING

©)
|

D
87
- 87a TRACKER
8-( Ve 86 85 DIGITAL
OUTPUT 2
30

<

STARTER
MOTOR

Support: info@gpslive.sk

Tel: +421 2/222 000 97

1- RED - LIVE: PERMANENT LIVE POWER. SUPPORTS FROM
10VDC UPTO 30VDC.

2- PURPLE - DIGITAL OUTPUT2: NEGATIVE SIGNAL TO RELAY
FOR IMMOBILIZER OR AUTHORIZED DRIVING (OPTIONAL).

3- ORANGE & WHITE - DIGITAL OUTPUT1: NEGATIVE SIGNAL
OUTPUT.

4- GREEN & WHITE - DIGITAL INPUT2: CAN BE TRIGGERED BY
EXTERNAL DEVICES, SENSORS, ALARMS ETC THAT OQUTPUT
UPTO +30V DC WHEN ACTIVATED.IF YOUR DEVICE SENDS
NEGATIVE SIGNAL, USE A RELAY TO INVERT IT TO POSITIVE.
5- YELLOW - DIGITAL INPUT1/IGNITION: BY DEFAULT WORKS
AS DEDICATED INPUT FOR IGNITION DETECTION. MUST BE
CONNECTED TO THE IGNITION WIRE OR AN ACCESSORY
THAT RECEIVES POWER WITH THE IGNITION. (E.G. STEREO).
6- BLACK - GROUND/EARTH

7- GRAY - ANALOG INPUT1: UNLIKE A DIGITAL INPUT, THE
ANALOG INPUT CAN BE USED TO MEASURE EXACT LIVE
VOLTAGE OF AN EXTERNAL DEVICE. (E.G. GENERATOR).

8- GREEN - TWIRE DATA INPUT: USED TO COLLECT DATA
FROM RFID OR TWIRE DATA READERS.

9- WHITE - DIGITAL INPUT3: SAME AS DIGITAL INPUT 2.

10- BLUE - TWIRE POWER OUT: PROVIDES POWER TO TWIRE &
RFID DEVICES THAT REQUIRE POWER FROM THE DEVICE.

YOU CAN CUT OR DISCARD THE WIRES THAT YOU DON'T
NEED. IF YOU AREN'T USING ANY SENSORS AND ONLY
REQUIRE TRACKING, USE RED, BLACK & YELLOW WIRES.

Please ensure the side with the diagram sticker is facing
up as this is where the directional gps receiver is located.

Satellite GPS signals will penetrate through materials
such as glass, plastic, rubber, fiberglass, carpeting
and cardboard.

Under the front dash is an ideal place for installation.
However, it should not be installed in places such

as inside the engine bay or under the bonnet as the satellite
signal will be blocked.

The immobilizer relay should be installed to cut-off
power to the starter motor, not fuel pump. To immobilize
your vehicle, use the "send command" section on
gpslive.

Activating the OUTPUT 2 will send signal
to the relay, which will then cut power to the starter

motor and block the engine.

Deactivating the OUTPUIT 2 back will restore power.
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